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3. Screw down the bracket with the patterns shown in the following sections.

Note: If any row of holes hits the center of the joist, no backing is required under that row.
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CONFIGURATION 3 Long Axis / With Backing / Long End Inboard

REQUIRED SCREW LOCATIONS
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CONFIGURATION 4 Long Axis / With Backing / Short End Inboard

REQUIRED SCREW LOCATIONS
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CONFIGURATION 5 short Axis / With Backing

REQUIRED SCREW LOCATIONS
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CONFIGURATION 6A Along the Wall

FLOOR SURFACE
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REQUIRED SCREW LOCATIONS

6" minimum

Dse: 2%%&Y Farp
blocking as shown

Applicable to Configurations 6A, 6B. 6C
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CONFIGURATION 6B Along the Side of a Joist

FLOOR SURFACE
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REQUIRED SCREW LOCATIONS

= Important Note for Configurations 6A or 6B: In instances where there is only a single
joist at the header, and the lower end of the bracket is supported along the lower
chord of the joist, there is a danger that the lower chord will not support the bending
forces. Therefore there must be a brace (2”’x4”) to the next joist, as shown in the
following photo:
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CONFIGURATION 6C staircase Side

REQUIRED SCREW LOCATIONS
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NOTES:

= Ensure that there is at least one screw on 2"x4” diagonal plate.
= Ensure that framing is 2"x4” minimum and securely fastened to stair.
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2"x&" diagonal plate —
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CONFIGURATION 7 Tall Posts up to 60” / Long Axis / Short End Inboard / With
Backing

EDGE N

dr
L
i

i
ES
7K
4

1
oaseesied]

REQUIRED SCREW LOCATIONS
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NOTES:

= Use double 2"x4” posts
= Do not use long end inboard
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CONFIGURATION 8 with Plywood Piece / No Backing
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CONFIGURATION 9 Perimeter Guard Rail

Upper Top Plafte
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TOP OF FRAME

Lower Top Plafe
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REQUIRED SCREW LOCATIONS
"4 Stud

NOTES:

= Backing must hit three studs, one on each side of bracket.

SAFEBILD ’



Carvalho
Stamp

Carvalho
Stamp


THRU&THR

SAFETYBRACKET

Product Manual # TT-01

CONFIGURATION 10 Flat on Staircase / No Backing / Any Orientation

REQUIRED SCREW LOCATIONS
(When this Orientation is Used)
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Should you have any special requirements not shown in this manual, please
contact Thru & Thru Safety Systems. Our engineers would be happy to
address your needs.
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APPENDIX A - COMPONENT SPECIFICATIONS

ZG?A.I-BER NAME Ordering Info
TT1 THRU & THRU
SAFETY BRACKET Thru & Thru Safety Systems Inc.
490 Winnet Ave. Toronto, Ontario M6C 3M7
TT-2 CUSTOM EYE BOLT Phone: (416) 787-5512 Fax: (416) 787 8956
1-800-224-6236
T3 CUSTOM #10 HEX- Email: maurice@safetybracket.com
HEAD SCREW

A product

THRU&THRU

SAFETY SYSTEMS INC.
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